
SupraPlus™

New standards in headset style and performance.
Plantronics SupraPlus™ headset sets new
standards in style and perfomance for call 
centre and office headsets.

Available in monaural and binaural styles, with
either Plantronics unique removable, clear
voice tube or a noise-cancelling microphone,
there is a SupraPlus model which matches
your communication style.

SupraPlus works with existing Plantronics
adapters, which further enhance sound quality
with SoundGuard Plus™ and Call Clarity™ 
technologies. SupraPlus also connects directly
to many leading phones, including VoIP phone
systems, to offer adaptable, hands free 
communications.

The all day wearing comfort of SupraPlus is
unsurpassed. All models are lightweight and
feature single cable connection, with monaural
versions featuring an enhanced T-pad design
for natural support on the head.

Listening comfort is assured through 
wide-band frequency response giving a clear
natural sound, which also ensures improved
accuracy in your conversations. SupraPlus is
available in two colors, silver and black. The
silver version offers luxury leatherette ear 
cushions, whilst the black version is supplied
with foam ear cushions. 
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Гарнитура Plantronics SupraPlus ™ устанавливает новые стандарты стиля и производительности гарнитур для колл-центра и офиса. Доступны варианты
в монофоническом и бинауральном исполнении с уникальной съемной 
голосовой трубкой ClearVoice или системой шумоподавления микрофона - 
выберите модель, которая соответствует вашему стилю общения. 
SupraPlus работает с существующими адаптерами Plantronics, которые значи-
тельно повышают качества звука благодаря технологиям SoundGuard Plus ™ 
и CallClarity ™. 
SupraPlus также подключается непосредственно к телефонам многих ведущих производителей, в том числе VoIP телефонным системам, обеспечивая сво-
боду рук и комфорт даже при длительном общении. Во всех моделях исполь-
зуется легкий кабель с одной точкой подключения, а модели с одним динамиком снабжены мягким Т-образным упором (над свободным ухом). 
Слуховой же комфорт обеспечивается за счет широкого частотного диапазона 
чистого естественного звука. SupraPlus выпускается в двух цветах - серебрис-
том и черном. Серебристая версия снабжена роскошными амбушюрами из кожзаменителя, а черная - амбушюрами из вспененной резины.
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Plantronics Ltd
Wootton Bassett, UK
0800 410014
+44 (0)1793 842200

Plantronics Ireland
Citywest Business Campus
Dublin 24
Office: +353 (0)1 4693725
ServiceROI: 1800 551 896

UK: 0800 410014

Plantronics GmbH
Hürth, Deutschland
Service: 0800 9323 400
Technik: 0180 5007996
Österreich: 0800 242 500
Schweiz: 0800 932 340

Plantronics B.V.
Hoofddorp, Nederland
(0)0800 PLANTRONICS
0800 7526876 (NL)
00800 75268766 (BE/LUX)

Plantronics Sarl
Noisy-le-Grand, France
No Indigo: 0825 0825 99
0,15 e TTC / mn
+33 (0)1 41 67 41 41

Nordic Region
Finland: 0201 550 550
Sverige: 031 28 95 00
Danmark: 44 35 05 35
Norge: 23 17 37 70

Plantronics Middle East,
Eastern Europe and Africa
+44 (0)1793 842443

Plantronics Iberia, S.L.
Madrid, España
902 41 51 91
+34 91 640 47 44

Plantronics Acoustics 
Italia Srl
Milano, Italia
Numero Verde: 800 950934

Su
pr

aP
lu

s/
G

B
/0

90
5/

A4

© 2005 Plantronics Inc. All rights reserved. Plantronics, the logo design, Plantronics Sound Innovation, Call Clarity, SoundGuard Plus, SupraPlus and the voice tube clear colour dress and shape trade
dress are trademarks or registered trademarks of Plantronics, Inc.

www.plantronics.com

Key features

· Wideband frequency response for a more
natural sound.

· New T-bar support and ‘floating’ receivers for
all day wearing comfort. 

· Lightweight, stylish and modern design.
· QuickCall feature for short-call convenience.
· Robust design & construction for exceptional
reliability.

· Wide choice of models to meet personal 
preferences:
· Single-cable binaural or monaural receiver.
· Unique, replaceable voice tube or noise 
cancelling microphone.

· Black with foam ear cushions or Silver with
leatherette ear cushions.

Technical data

Weight

Monaural 49 grams
Binaural 74 grams

Transmit Characteristics (typical)

Sensitivity @ 1kHz -39 ± 3.5dBV/Pa
Frequency Range 200 to 4000Hz
DC Range 1.5 to 5V
Noise Cancellation 7dB (Noise-Cancelling models only)
Output Impedance < 100Ω
Typical Test Conditions 1.8VDC, 3.3KΩ DC Resis, 3.3KΩ AC Load

Receive Characteristics

Sensitivity @ 1kHz 15dBPa/V (Monaural)
9dBPa/V (Binaural)

Frequency Range 100 to 4000Hz
Acoustic Limit 24dBPa
Input Impedance 150 ± 25Ω (Monaural)

300 ± 25Ω (Binaural)
Typical Test Conditions 100mV Drive, 10Ω Source Impedance

Measured on ITU-T Type 3.3 artificial ear

Specification subject to change

Description Part Number
Monaural Voice Tube H251/A 36828-01

P251/A 36829-01
Monaural Noise Cancelling H251N/A 36832-01

P251N/A 36833-01
Binaural Voice Tube H261/A 36830-01

P261/A 36831-01
Binaural Noise Cancelling H261N/A 36834-01

P261N/A 36835-01
Monaural Voice Tube H351/A 36828-02 

P351/A 36829-03 
Monaural Noise Cancelling H351N/A 36832-02

P351N/A 36833-03 
Binaural Voice Tube H361/A 36830-02

P361/A 36831-03 
Binaural Noise Cancelling H361N/A 36834-02

P361N/A 36835-03 
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Monaural Voice Tube
H251 (H351)

Binaural Voice Tube
H261 (H361)

Monaural Noise Cancelling
H351N (H251N)

Binaural Noise Cancelling
H361N (H261N)

Sound Innovation™ for missions to the moon. And for everyday life on this planet, too.

In 1969, a Plantronics headset carried the historic first words from the moon: "That's one small step for man..." From the man on the moon to the
man on the street, Plantronics is an innovation leader dedicated to creating communication solutions for people who understand and appreciate the
real freedom of space. From outer space to inner space, find your space. 

Space photo imagery courtesy of NASA
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Стерео, голосовая трубка
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Основные особенности:
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Технические характеристики:
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· Широкополосная частотная характерис-
тика для более естественного звука. 
· Новый T-образный упор и плавающее 
крепление динамика для комфорта при 
ношении в течение всего дня. 
· Легкий, стильный и современный дизайн 
· Функция QuickCall для удобства быстрого 
вызова.
· Прочная и исключительно надежная 
конструкция. 
· Широкий выбор моделей для удовлет-
ворения личных предпочтений. 
· Одностороннее подключение кабеля 
в версиях с одним или с двумя динами-
ками. · Уникальная сменная голосовая 
трубка или микрофон с шумоподавлением. 
· Гарнитуры в черном цвете укомплекто-
ваны амбушюрами из вспененной резины, 
серебристые - из искусственной кожи.
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ПЕРЕДАТОЧНЫЕ ХАРАКТЕРИСТИКИ

e.gudz
Машинописный текст

e.gudz
Машинописный текст
Чувствительность

e.gudz
Машинописный текст
Частотный диапазон

e.gudz
Машинописный текст
Диапазон постоянного тока

e.gudz
Машинописный текст
Шумоподавление

e.gudz
Машинописный текст
Выходное сопротивление

e.gudz
Машинописный текст
Условия испытаний

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст
ПРИЕМНЫЕ ХАРАКТЕРИСТИКИ

e.gudz
Машинописный текст
Чувствительность

e.gudz
Машинописный текст
Частотный диапазон

e.gudz
Машинописный текст
Акустический предел

e.gudz
Машинописный текст
Входное сопротивление

e.gudz
Машинописный текст
Условия испытаний

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст

e.gudz
Машинописный текст
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